DS118

Network Attached gy

Storage

Opis artikla

DiskStation DS118

Preporucene cijene bez PDV-a

CPU Realtek RTD1296; LAN 1 x Gigabit (RJ-45); 3.2 Gen 1 Port x2;
Memory 1 GB DDR4 non-ECC ;Storage Drive Bays : 1
Size (HXWxD) (mm) 166 x 71 x 224 ;Weight 0.70 kg; Warranty 2 Years

308,00

DiskStation DS120j

DS120j

Marvell Armada 3700 88F3720; CPU Dual Core 800 MHz; LAN 1 x Gigabit (RJ-45)
Memory 512 MB DDR3L; Storage Drive Bays : 1; External Ports 2 x USB 2.0 port
Size (HXWxD) (mm) 166 x 71 x 224; Weight 0.70 kg; Warranty 2 Years

183,00

RT2600ac

Synology Router RT2600ac

U-U

CPU Quad core 1.4 GHz; L4/L7 Hardware Acceleration Engine

Antenna type 4x4 MIMO Omni-directional high-gain dipole (2.4GHz / 5GHz)
Memory 512 MB DDR3; LAN port Gigabit (RJ-45) x 4; Gigabit (RJ-45) x 3 (Dual WAN)
External ports USB 3.0 x 1;USB 2.0 x 1;SD card reader x 1 (SDXC, SDHC)

Size (HXWxD) 77 mm x 280 mm x 169 mm (without antenna);Weight 0.7 kg,

404,00

WRX560 - Wi-Fi 6

WRX560 - Wi-Fi 6 router

CPU Dual core 1.7 GH; L4/L7 Hardware Acceleration Engine

Antenna type 4x4 MIMO high-performance internal antenna (5 GHz)

Memory 512 MB DDR4; LAN port 2,5 GbE (RJ-45) x 1; Gigabit (RJ-45) x 3 ; Memory 512
MB DDR4; External ports USB 3.2 Gen 1x 1

Size (HXWxD) 233 mm x 194 mm x 66 mm; Weight 1,35 kg; Warranty 2 Years

444,00

RT6600ax

Synology Router RT6600ax

L

CPU Quad core 1.8 GHz; Hardware Acc. Engine Layer 4 / Layer 7; Memory 1 GB DDR3; Ant. Type 4x4
MIMO Omni-directional high-gain dipole (5GHz); 2x2 MIMO Omni-directional high-gain dipole
(2.4GHz / 5GHz); LAN Port 2.5GbE (RJ-45) x 1; Gigabit (RJ-45) x 3 WAN Port Gigabit (RJ-45) x 1 2.5
GDbE (RJ-45) x 1 (Dual WAN) External Ports USB 3.2 Gen 1 x 1 (5V, 0.9A power output) IEEE 802.11ax
IEEE 802.11a/b/g/n/ac/ax;Simultaneous tri-band Wi-Fi

580,00
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DS220j

DiskStation DS220j

CPU Marvell Armada 385 88F6820; Hardware encryption engine

CPU Frequency Quad Core 1.4 GHz; External Ports: RJ-45 1GbE LAN Port x1; USB 3.0 Port x 2
Memory: 512MB DDR4; External ports USB 3.0 port x 2

Size (HXWxD) 165 mm x 100 mm x 225.5 mm ; Weight 0.88kg

RAID Migration Basic to RAID 1;Storage Drive Bays : 2; Warranty 2 Years

342,00

DS220+

DiskStation DS220+

CPUIntel Celeron J4025; Hardware encryption engine (AES-NI); CPU Frequency 2-core 2.0 (base) / 2.9
(burst) GHz; CPU Architecture 64-bit; System Memory: 2 GB DDR4 non-ECC; Memory Expandable up

to 6 GB (2 GB + 4 GB); Storage Drive Bays : 2; Hot swappable drive Ye s; External ports USB 3.0 ports

X 2; RJ-45 1GbE LAN Port x 2; USB / SD Copy

Size (HXWxD) 165 mm x 108 mm x 232.2 mm; Weight 1.30 kg

RAID Migration Basic to RAID 1; Warranty 2 Years

606,00

DS223

DiskStation DS223

CPUIntel Celeron J4025; Hardware encryption engine (AES-NI)

CPU Frequency 2-core 2.0 (base) / 2.9 (burst) GHz; CPU Architecture 64-bit

System Memory: 2 GB DDR4 non-ECC; Memory Expandable up to 6 GB (2 GB + 4 GB)
Storage Drive Bays : 2; Hot swappable drive Ye s

External ports USB 3.0 ports x 2; RJ-45 1GbE LAN Port x 2; USB / SD Copy

Size (HXWxD) 165 mm x 108 mm x 232.2 mm: Weight 1,30 ke: Warrantv 2 Years

516,00

DS723+

DiskStation DS723+

CPU AMD Ryzen R1600; Hardware Encryption Engine (AES-NI)

CPU Architecture 64-bit; CPU Frequency 2-core 2.6 (base) /3.1 (turbo) GHz

System Memory: 2 GB DDR4 ECC; Max.Memory Capacity 32 GB (16 GB x 2)

Storage Drive Bays : 2 Maximum Drive Bays with Expansion Unit: 7

M.2 Drive Slots 2 (NVMe) ;External ports USB 3.2 ports x 1; RJ-45 1GbE LAN Port x 2; eSATA Port x1;
Size (HXWxD) 166 mm x 106 mm x 223 mm; Weight 1.51; Wake on LAN / WAN

Power Supply Unit / Adapter 65W; Internal Drives: Btrfs, EXT4; Warranty 3 Years

912,00

DS420j

DiskStation DS420j

CPU Realtek RTD1296; Hardware Encryption Engine ; CPU Frequency Quad Core 1.4 GHz

System Memory: 1 GB DDR4; Drive Bays :4 ; Exernal ports USB 3.0 ports x 2; RJ-45 1GbE LAN Port x 1;
Size (HXWxD) 184 mm x 168 mm x 230 mm; Weight 2.21 kg; RAID Migration Basic to RAID 1 ;Basic to
RAID 5;RAID 1 to RAID 5;RAID 5 to RAID 6; Warranty 2 Years

553,00

DiskStation DS420+

CPU Intel Celeron J4025; Hardware encryption engine (AES-NI);CPU Frequency 2-core 2.0 (base) / 2.9
(burst) GHz; System Memory: 2 GB DDR4 non-ECC; Total Memory Slots: 1

Memory Expandable up to 6 GB (2 GB + 4 GB); Storage Drive Bays : 4; M .2 Drive Slots 2 (NVMe); Hot
swappable drive; External ports USB 3.0 ports x 2; RJ-45 1GbE LAN Port x 2;

Size (HXWxD) 166 mm x 199 mm x 223 mm; Weight 2.18 kg; RAID Migration Basic to RAID 1 ;Basic to
RAID 5;RAID 1 to RAID 5;RAID 5 to RAID 6; Warranty 3 Years

925,00
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DS418

DiskStation DS418

CPU Realtek RTD1296; Hardware Encryption Engine; Hardware transcoding engine Supported codec:
10-bit H.265 (HEVC), MPEG-4 Part 2, MPEG-2, VC-1; maximum resolution: 4K (4096 x 2160);
maximum frame rate per second (FPS): 60; System Memory: 2 GB DDR4; Storage Drive Bays : 4;
External ports USB 3.0 ports x 2; RJ-45 1GbE LAN Port x 2; Size (HxWxD) 166 mm x 199 mm x 223
mm; Weight 2.28 kg; RAID Migration Basic to RAID 1; Basic to RAID 5;RAID 1 to RAID 5;RAID 5 to
RAID 6; Warranty 2 Years

746,00

DS423+

DiskStation DS423+

CPU Intel Celeron J4125; Hardware encryption engine (AES-NI); CPU Frequency 4-core 2.0 (base) /
2.7 (turbo) GHz, System Memory: 2 GB DDR4 non-ECC SODIMM; Total Memory Slots: 1; Memory
Expandable up to 6 GB (2 GB + 4 GB); Storage Drive Bays : 4;

M.2 Drive Slots 2 (NVMe); Hot swappable drive; External ports USB 3.2 ports x 2; RJ-45 1GbE LAN
Port x 2; Size (HXWxD) 166 mm x 199 mm x 223 mm; Weight 2.18 kg

RAID Migration Basic to RAID 1 ;Basic to RAID 5;RAID 1 to RAID 5;RAID 5 to RAID 6

Warranty 3 Years

990,00

DS923+

DiskStation DS923+

CPU AMD Ryzen R1600;Hardware encryption engine (AES-NI);CPU Frequency 2-core/4-Thread
2.6Ghz which can be burst/turbo to 3.1GHz; System Memory: 4GB DDR4 ECC x1

Total Memory Slots: 2x SODIMM; Memory Expandable 32 GB; Storage Drive Bays : 4

M.2 Drive Slots 2 (NVMe); Max.Drive Bays with Expansion Unit DX517: 9

Hot swappable drive; External ports RJ-45 1GbE LAN Port 2; USB 3.2 Gen 1 Port: 2; eSATA Port: 1;
Size (HXWxD) 166 mm x 199 mm x 223 mm; Weight 2.2 kg; Warranty 3 Years

1.031,00

DS620slim

DiskStation DS620slim

CPU Intel Celeron J3355; Hardware encryption engine (AES-NI)

Hardware transcoding engine H.265 (HEVC), MPEG-4 Part 2, MPEG-2, VC-1; maximum resolution: 4K
(3840 x 2160)); maximum frame rate per second (FPS): 30

System Memory: 2 GB DDR3L ; Total Memory Slots: 2; Memory Expandable up to 6 GB (2 GB + 4 GB);
Storage Drive Bays : 6; Maximum Drive Bays with Expansion Unit: 9

Hot swappable drive; External ports USB 3.0 ports x 2; RJ-45 1GbE LAN Port x 2

Size (HXWxD) 121 mm x 151 mm x 175 mm ; Weight 1.4 kg; RAID Migration Basic to RAID 1 ;Basic to
RAID 5;RAID 1 to RAID 5;RAID 5 to RAID 6; Warranty 3 Years

910,00

DS1621+

DiskStation DS1621+

CPU Model AMD Ryzen V1500B; CPU Architecture 64-bit; CPU Frequency 4-core 2.2 GHz

Hardware Encryption Engine (AES-NI); System Memory 4 GB DDR4 ECC SODIMM

Memory Module Pre-installed 4 GB (4 GB x 1); Total Memory Slots 2; Drive Bays 6

Maximum Drive Bays with Expansion Unit 16 (DX517 x 2); RJ-45 1GbE LAN Port 4 (with Link
Aggregation / Failover support);USB 3.0 Port 3; eSATA Port 2; Size (Height x Width x Depth) 166 mm
x 282 mm x 243 mm; Weight 5.1 kg; Warranty 3-year hardware warranty

1.820,00
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DS1522+ DiskStation DS1522+
CPU Model AMD Ryzen R1600; CPU Architecture 64-bit; CPU Frequency 2-core 2.6 (base) / 3.1
(turbo) GHz; Hardware Encryption Engine (AES-NI); System Memory 8 GB DDR4 ECC SODIMM;
Memory Module Pre-installed 8 GB (8 GB x 1); Total Memory Slots 2
- Drive Bays 5; Maximum Drive Bays with Expansion Unit 15 (DX517 x 2); M.2 Drive Slots 2 (NVMe);RJ- 1.372,00
45 1GbE LAN Port 4 (with Link Aggregation / Failover support);USB 3.2 Port 2; eSATA Port 2; Size
(Height x Width x Depth) 166 mm x 230 mm x 223 mm
Weight 2.7 kg; Warranty 3-year hardware warranty
DS1621xs+ DiskStation DS1621xs+
CPU Model Intel Xeon D-1527; CPU Architecture 64-bit; CPU Frequency 4-core 2.2 (base) /2.7
(turbo) GHz; Hardware Encryption Engine (AES-NI); System Memory 8 GB DDR4 ECC SODIMM,;
Memory Module Pre-installed 8 GB (8 GB x 1); Total Memory Slots 2
g Drive Bays 6; Maximum Drive Bays with Expansion Unit 16 (DX517 x 2); M.2 Drive Slots 2 (NVMe); RJ- 2.973,00
45 1GbE LAN Port 2 (with Link Aggregation / Failover support);USB 3.0 Port 3; eSATA Port 2;RJ-45
10GbE LAN Port;Size (Height x Width x Depth) 166 mm x 282 mm x 243 mm; Weight 5.3 kg; Warranty
5-year hardware warranty
DS1821+ DiskStation DS1821+
CPU AMD Ryzen V1500B; Hardware Encryption Engine (AES-NI); System Memory: 4 GB DDR4 ECC
SODIMM; Maximum Memory Capacity: 32 GB (16 GB x 2)
Total Memory Slots: 2; Storage Drive Bays : 8 ; Maximum Drive Bays with Expansion Unit: 18 (DX517
g X 2) ; M.2 Drive Slots: 2 (NVMe); Hot swappable drive; External ports USB 3.0 ports x 4; RJ-45 1GbE 2.022,00
LAN Port x 4; eSATA Port x 2; Size (HXWxD) 166 mm x 343 mm x 243 mm; Weight 6 kg; Warranty: 3-
year hardware warranty
DS1823xs+ DiskStation DS1823xs+
CPU AMD Ryzen V1780B; Hardware Encryption Engine (AES-NI);System Memory: 8 GB DDR4 ECC
SODIMM; Maximum Memory Capacity: 32 GB (16 GB x 2) ; Total Memory Slots: 2
: Storage Drive Bays : 8; Maximum Drive Bays with Expansion Unit: 18 (DX517 x 2)
- M.2 Drive Slots: 2 (NVMe) ;Hot swappable drive ; External ports USB 3.2 ports x 3; RJ-45 1GbE LAN 3.375,00
P —— Port x 2; eSATA Port x 2; RJ-45 10GbE LAN Port x 1; Management LAN Port x1
Size (HXWxD) 166 mm x 343 mm x 243 mm ;Weight 6.2 kg; Warranty: 5-year
DS2422+ DiskStation DS2422+
CPU AMD Ryzen V1500B; Hardware Encryption Engine (AES-NI); System Memory: 4 GB DDR4 ECC
SODIMM;Memory Capacity: 32 GB (16 GB x 2); Total Memory Slots: 2
Storage Drive Bays : 12; Maximum Drive Bays with Expansion Unit: 24 (DX1222 x 1)
M.2 Drive Slots: 2 (NVMe); Hot swappable drive ; External ports USB 3.2 Gen 1 Port x 2; RJ-45 1GbE 3.562,00

LAN Port x 4; Expansion Port x 1; Size (HXWxD) 270 mm x 300 mm x 340 mm
Weight 9.5 kg; Warranty: 3-year hardware warranty
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DS3622xs+

DiskStation DS3622xs+

CPU Intel Xeon D-1531; Hardware Encryption Engine (AES-NI); System Memory: 16 GB DDR4 ECC
SODIMM; Memory Expandable 48 GB (8 GB x 2 + 16 GB x 2); Total Memory Slots: 4

Drive Bays :12 ; Max. Drive Bays with Expansion Unit: 36 (DX1222 x 2); Hot swappable drive ; External
ports USB 3.2 ports x 2; RJ-45 1GbE LAN Port x 4;Exp. Port x2; Management LAN Portx1; Size

(HXWxD) 270 mm x 300 mm x 340 mm; Weight 9.8 kg; RAID Migration >:543,00
Basic to RAID 1 ;Basic to RAID 5;RAID 1 to RAID 5;RAID 5 to RAID 6; Warranty 5 Years
SAT5210-480G 2.5” SATA SSD 340,00
SAT5210-960G 2.5 SATA SSD 617,00
SAT5210-1920G 2.5" SATA SSD 1.106,00
SAT5210-3840G 2.5 SATA SSD 2.020,00
HAT5300-4T HDD Synology HAT5300 Hard Drives 362,00
HAT5310-8T HDD Synology HAT5300 Hard Drives 595,00
HAT5300-12T HDD Synology HAT5300 Hard Drives 914,00
HAT5300-16T HDD Synology HAT5300 Hard Drives 1.212,00
HAT5310-18T HDD Synology HAT5300 Hard Drives 1.318,00
HAS5300-8T 3.5” SAS HDD HAS5300 638,00
HAS5300-12T 3.5” SAS HDD HAS5300 957,00
HAS5300-16T 3.5” SAS HDD HAS5300 1.276,00
SNV3410-400G M.2 NVMe SSD 400GB M.2280 276,00
SNV3510-400G M.2 NVMe SSD 400GB M.22110 553,00
SNV3400-800G M.2 NVMe SSD 800GB M.2280 319,00
SNV3510-800G M.2 NVMe SSD 800GB M.22110 595,00

RS422+ RackStation RS422+
CPU Model AMD Ryzen R1600; CPU Architecture 64 bit; CPU Frequency 2-core 2.6 (base) / 3.1
(turbo) GHz; Hardware Encryption Engine; System Memory: 2 GB DDR4 ECC
Storage Drive Bays : 4; Hot swappable drive; External ports USB 3.2 ports x 1; RJ-45 1GbE LAN Port x
Lot o ey S 2 ; Size (HXWxD) 44 mm x 478 mm x 327.5 mm; Weight 4.38 kg 1.297,00

Form Factor (RU) 1U ; Warranty 3 Years
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RS822+

RackStation RS822+

CPU Model AMD Ryzen V1500B; CPU Architecture 64-bit; CPU Frequency 4-core 2.2 GHz
Hardware Encryption Engine (AES-NI); System Memory 2 GB DDR4 ECC SODIMM

Memory Module Pre-installed 2 GB (2 GB x 1) ; Total Memory Slots 2 ;

Drive Bays 4; Maximum Drive Bays with Expansion Unit 8 (RX418 x 1)

RJ-45 1GbE LAN Port 4 ;USB 3.2 Port 2; eSATA Port 1 ; Size (Height x Width x Depth) 440 mm x 48
mm x 492.6 mm; Weight 6.4 kg ; Warranty 3-year hardware warranty

1.911,00

RS822RP+

RackStation RS822RP+

CPU Model AMD Ryzen V1500B; CPU Architecture 64-bit, CPU Frequency 4-core 2.2 GHz
Hardware Encryption Engine (AES-NI); System Memory 2 GB DDR4 ECC SODIMM

Memory Module Pre-installed 2 GB (2 GB x 1); Total Memory Slots 2; Drive Bays 4

Maximum Drive Bays with Expansion Unit 8 (RX418 x 1); RJ-45 1GbE LAN Port 4 (with Link Aggreg. /
Failover support);USB 3.2 Port 2; eSATA Port 1; Size (Height x Width x Depth) 440 mm x 48 mm x
518.6 mm; Weight 8.0 kg; Warranty 3-year hardware warranty

2.389,00

RS1221+

RackStation RS1221+

CPU AMD RyzenTM V1500B quad-core 2.2 GHz; Hardware encryption engine Yes (AES-NI)

Memory 4 GB DDR4 ECC SODIMM (expandable up to 32 GB); Compatible drive types7 8 x 3.5" or 2.5"
SATA HDD/SSD; Hot swappable drive Yes; External ports 2 x USB 3.2 Gen 1 ports 1 x Expansion port
(eSATA); 2U; Weight: 6.9 kg; Size (HXWxD) : 88 x 482 x 306.6 mm ; LAN ports 4 x 1GbE RJ-45;
Supported RAID types Synology Hybrid RAID (SHR), Basic, JBOD, RAID 0, RAID 1, RAID 5, RAID 6, RAID
10 SSD cache Read/write cache support, 2.5" SATA SSD support, M.2 NVMe SSD support ;

Warranty 3 years

2.183,00

RS1221RP+

RackStation RS1221RP+

CPU AMD RyzenTM V1500B quad-core 2.2 GHz; Hardware encryption engine Yes (AES-NI)

Memory 4 GB DDR4 ECC SODIMM (expandable up to 32 GB); Compatible drive types7 8 x 3.5" or 2.5"
SATA HDD/SSD; ; Hot swappable drive Yes; External ports 2 x USB 3.2 Gen 1 ports 1 x Expansion port
(eSATA); Form factor Rackmount 2U

Size (HXWxD) : 88 x 482 x 407.5 mm (with server handles); Weight: 8.4 kg

LAN ports 4 x 1GbE RJ-45; Supported RAID types Synology Hybrid RAID (SHR), Basic, JBOD, RAID 0,
RAID 1, RAID 5, RAID 6, RAID 10 SSD cache Read/write cache support, 2.5" SATA SSD support, M.2
NVMe SSD support; Warranty 3 years

2.973,00

RS2421+

RackStation RS2421+

CPU Model AMD Ryzen V1500B; CPU Frequency 4-core 2.2 GHz ; Hardware Encryption Engine (AES-
NI); 4 GB DDR4 ECC UDIMM; max. Memory Capacity 32 GB (16 GB x 2)

Total Memory Slots: 2; Storage Drive Bays : 12 ; Hot swappable drive ; Weight 11.5 kg

Maximum Drive Bays with Expansion Unit: 24 (RX1217/RX1217RP x 1)

RJ-45 1GbE LAN Port x 4; USB 3.2 Gen 1 Port x 2; Expansion Port x 1

Size (HXWxD) 88 mm x 482 mm x 552 mm; Warranty 3 Years

3.364,00



https://www.synology.com/en-id/products/RS822+#specs
https://www.synology.com/en-id/products/RS822+#specs
https://www.synology.com/en-id/products/RS1221+#specs
https://www.synology.com/en-id/products/RS1221+#specs
https://www.synology.com/en-us/products/RS2421+#specs

RS2421RP+

RackStation RS2421RP+

CPU Model AMD Ryzen V1500B; CPU Frequency 4-core 2.2 GHz ; Hardware Encryption Engine (AES-
NI); System Memory 4 GB DDR4 ECC UDIMM; Total Memory Slots: 2

Maximum Memory Capacity 32 GB (16 GB x 2); Storage Drive Bays : 12

Maximum Drive Bays with Expansion Unit: 24 (RX1217/RX1217RP x 1)

Hot swappable drive ; RJ-45 1GbE LAN Port x 4; USB 3.2 Gen 1 Port x 2; Expansion Portx 1

Size (HXWxD) 88 mm x 482 mm x 578 mm; Weight 11.9 kg; Warranty 3 Years

4.156,00

RS2821RP+

RackStation RS2821RP+

“

CPU Model AMD Ryzen V1500B; CPU Frequency 4-core 2.2 GHz ; Hardware Encryption Engine (AES-
NI); System Memory 4 GB DDR4 ECC UDIMM; Maximum Memory Capacity 32 GB (16 GB x 2); Total
Memory Slots: 2 ; Maximum Drive Bays with Expansion Unit: 28

Storage Drive Bays : 16; RJ-45 1GbE LAN Port x 4; USB 3.2 Gen 1 Port x 2;Expansion Port x 1

Hot swappable drive; Size (HXWxD) 132.3 mm x 482 mm x 656.5 mm; Weight 17.1 kg;

RAID Migration Basic to RAID 1 ;Basic to RAID 5;RAID 1 to RAID 5;RAID 5 to RAID 6

Warranty 3 Years

5.938,00

RS1619xs+

RackStation RS1619xs+

N

Intel Xeon D-1527; Hardware Encryption Engine (AES-NI); System Memory: 8 GB DDR4 ECC UDIMM;
Memory Expandable up to 64 GB (16 GB x 4); Total Memory Slots: 4;

Storage Drive Bays : 4; Maximum Drive Bays with Expansion Unit: 16; Weight 8.16 kg

Hot swappable drive; External ports RJ-45 1GbE LAN Port x 4; USB 3.0 ports x 2; Expansion Portx1;
Power Supply Unit / Adapter 2 x 150W; Size (HXWxD) 44 mm x 480 mm x 518.6 mm

RAID Migration Basic to RAID 1 ;Basic to RAID 5;RAID 1 to RAID 5;RAID 5 to RAID 6

Warranty 5 Years

3.761,00

RS3618xs

RackStation RS3618xs

CPU Intel Xeon D-1521; Hardware Encryption Engine (AES-NI); System Memory: 8 GB DDR4 ECC
UDIMM; Memory Expandable up to 64 GB (16 GB x 4); Hot swappable drive

Total Memory Slots: 4; Storage Drive Bays : 12; Max. Drive Bays with Expansion Unit: 36

Ext. ports RJ-45 1GbE LAN Port x 4; USB 3.0 ports x 2; Expansion Port x2; Weight 14.5 kg;
Power Supply Unit / Adapter 500W; Size (HxWxD) 88 mm x 430.5 mm x 692 mm

RAID Migration Basic to RAID 1 ;Basic to RAID 5;RAID 1 to RAID 5;RAID 5 to RAID 6

Warranty 5 Years

4.849,00

HD6500

HD6500

CPU Intel Xeon Silver 4210R; Hardware Encryption Engine (AES-NI); System Memory: 64 GB DDR4
ECC RDIMM; Memory Expandable 512 GB (32 GB x 16); Total Memory Slots: 16

Storage Drive Bays : 60, Maximum Drive Bays with Expansion Unit: 300 (RX6022sas x 4)

Hot swappable drive; Ext.ports USB 3.2 portsx2; RJ-45 1GbE LAN Portx4; Management LAN Port x1-
max 15;Expansion Port x 2; Size (HXWxD) 176 mm x 482 mm x 1020 mm;

Form Factor (RU) 4U;Weight 37.9 kg kg; Warranty 5 Years

33.643,00
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RS3621RPxs

RackStation R$3621RPxs

CPU Intel® Xeon® D-1531;6-core (12-thread); 2.2 GHz (2.7 GHz Turbo Boost)
Memory 8 GB DDR4 ECC UDIMM Supports: up to 64 GB; Drive Bays 12 x LFF/SFF SATA up to 36 with
2x RX1217(RP); Stock Networking 4x 1 GbE RJ-45;

E:_ External Ports2 x USB 3.2 Gen 1 ; 2 x Expansion Port (Infiniband) 6.342,00
M.2 SSD Cache Requires Synology M2D20 or E10M20-T1 2x Synology SNV 3500 M.2 221 10 NVMe
SSDs, PCle Slots 2x Gen 3.0 8x slots operating at 8x ; Warranty 5 Years
RS3621xs+ RackStation RS3621xs+
CPU Intel® Xeon® D-1541 8-core (16-thread) 2.1 GHz (2.7 GHz Turbo Boost)
Memory 8 GB DDR4 ECC UDIMM Supports: up to 64 GB; Drive Bays 12 x LFF/SFF SATA up to 36 with
——_ 2x RX1217(RP); Stock Networking 4x 1GbE RJ-45 2x 10 GbE RJ-45 Additional 10GbE via PCle NIC; 7.922,00
External Ports2 x USB 3.2 Gen 1 ; 2 x Expansion Port (Infiniband)
M.2 SSD CacheRequires Synology M2D20 or E1I0M20-T12x Synology SNV 3500 M.2 221 10 NVMe
SSDs: PCle Slots 2x Gen 3.0 8x slots operating at 8x: Warrantv 5 Years
RS4021xs+ RackStation RS4021xs+
CPU Intel® Xeon® D-1541 8-core (16-thread) 2.1 GHz (2.7 GHz Turbo Boost)
Memory 16 GB DDR4 ECC UDIMM Supports: up to 64 GB, Drive Bays 16 x LFF/SFF SATA up to 40 with
E— 2x RX1217(RP); Stock Networking 4x 1GbE RJ-45 2x 10 GbE RJ-45 Additional 10GbE via PCle NIC;
: External Ports2 x USB 3.2 Gen 1 ; 2 x Expansion Port (Infiniband) 9.897,00
M.2 SSD CacheRequires Synology M2D20 or EI0M20-T1 2x Synology SNV 3500 M.2 221 10 NVMe
SSDs; PCle Slots 2x Gen 3.0 8x slots operating at 8x; Warranty 5 Years
SA3200D SA3200D
Number of Controller Module : 2; CPU Intel Xeon D-1521; CPU Frequency Quad Core 2.4 (base) / 2.7
(turbo) GHz; Hardware encryption engine (AES-NI); System Memory (per controller): 16 GB DDR4
ECC RDIMM, Memory Expandable (per controller) up to 64 GB (16 GB x 4); Total Memory Slots (per
é controller): 4 ; Storage Drive Bays : 12 14.363.00
Maximum Drive Bays with Expansion Unit: 36 (RXD1219sas); Hot swappable drive !
External ports: RJ-45 1GbE LAN : 4 (with Link Aggregation / Failover support);
RJ-45 10GbE LAN Port: 1 (with Link Aggregation / Failover support); Expansion Port: 1
Size (HXWxD) 88 mm x 430.5 mm x 692 mm, Weight 19.7 kg ; Warranty 5 Years
SA3400 SA3400
CPU Intel Xeon D-1541; Hardware encryption engine (AES-NI); System Memory: 16 GB DDR4 ECC
RDIMM; Memory Expandable up to 128 GB (32 GB x 4) - These models come with 16GB ECC
RDIMM(s) by default. To install optional 32GB ECC RDIMM(s), it is required to remove the original
) . 16GB module(s). Mixed use of 16GB and 32GB ECC RDIMMs may lead to system instability.;Total
Memory Slots: 4 ; Storage Drive Bays : 12; Maximum Drive Bays with Expansion Unit: 96; Hot 10.494,00

swappable drive; External ports:

RJ-45 1GbE LAN : 4; RJ-45 10GbE LAN Port: 2 (with Link Aggregation / Failover support);
USB 3.0 Port: 2; Expansion Port: 1; Size (HXWxD) 88 mm x 482 mm x 724 mm

Weight 14.5 kg ; Warranty 5 Years
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SA3410

SA3410

-

CPU Intel Xeon D-1541; CPU Architecture 64-bit; CPU Frequency 8-core 2.1 (base) / 2.7 (turbo) GHz;
Hardware Encryption Engine (AES-NI); System Memory: 16 GB DDR4 ECC RDIMM; Max.Memory
Capacity 128 GB (32 GB x 4); Drive Bays 12; Hot Swappable Drive; External Ports: RJ-45 1GbE LAN
Port x4, RJ-45 10GbE LAN Port x2; Management LAN Port x1; Max. number of LAN ports x 15; USB
3.2 Gen 1 Port x 2; Exp. Port x 1; Size (Height x Width x Depth):88 mm x 482 mm x 724 mm; Weight
14.5 kg; Warranty 5 Years

13.226,00

SA3600

SA3600

CPU Intel Xeon D-1567; Hardware encryption engine (AES-NI); System Memory: 16 GB DDR4 ECC
RDIMM, Memory Expandable up to 128 GB (32 GB x 4); Total Memory Slots: 4

Storage Drive Bays : 12; Maximum Drive Bays with Expansion Unit: 96; Hot swappable drive;
External ports: RJ-45 1GbE LAN : 4 (with Link Aggregation / Failover support);

RJ-45 10GbE LAN Port: 2 (with Link Aggregation / Failover support); SB 3.0 Port: 2; Expansion Port: 1;
Size (HXWxD) 88 mm x 482 mm x 724 mm, Weight 14.5 kg

RAID Migration Basic to RAID 1; Basic to RAID 5; RAID 1 to RAID 5; RAID 5 to RAID 6

Warranty 5 Years

13.860,00

SA6400

SA6400

-

CPU AMD EPYC 7272; Hardware encryption engine (AES-NI);System Memory: 32 GB DDR4 ECC
RDIMM; Max. Memory Capacity 1024 GB (64 GB x 16);Total Memory Slots: 4

Storage Drive Bays : 12, Maximum Drive Bays with Expansion Unit: 108 (RX1223RP x 8)

CPU Frequency 12-core 2.9 (base) / 3.2 (turbo) GHz, External ports: RJ-45 1GbE LAN : 4 ;
Management LAN Port 1-max 15;RJ-45 10GbE LAN Port: 2; USB 3.2 Port: 2; Exp. Port: 8

Size (HXWxD) 88 mm x 482 mm x 724 mm; Weight 16.5 kg; Warranty 5 Years

18.795,00

FS2500

FlashStation FS2500

CPU AMD Ryzen V1780B; Hardware encryption engine (AES-NI); System Memory: 8 GB DDR4 ECC
UDIMM; Memory Expandable 32 GB (16 GB x 2); Total Memory Slots: 2; Storage Drive Bays : 12;
Maximum Drive Bays with Expansion Unit: 96; Hot swappable drive; External ports: RJ-45 1GbE LAN :
4 (with Link Aggregation / Failover support); USB 3.2 Port; Size (HxWxD) 44 mm x 481.9 mm x 555.9
mm;Weight 8.3 kg; Warranty 5 Years

5.947,00

FS3600

FlashStation FS3600

—i

CPU Intel Xeon D-1567; Hardware encryption engine (AES-NI); System Memory: 16 GB DDR4 ECC
RDIMM; Memory Expandable up to 128 GB (32 GB x 4); Total Memory Slots: 4

Storage Drive Bays : 24; Maximum Drive Bays with Expansion Unit: 48 (RX1217sas x 2)

Hot swappable drive; External ports: RJ-45 1GbE LAN : 4 (with Link Aggregation / Failover support);
RJ-45 10GbE LAN Port: 2 (with Link Aggregation / Failover support); USB 3.0 Port: 2; Expansion Port:
1; Size (HXWxD) 88 mm x 482 mm x 724 mm;Weight 14.9 kg

Warranty 5 Years

15.844,00
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FS6400

FlashStation FS6400

-

CPU Intel Xeon Silver 4110 x 2; Hardware encryption engine (AES-NI); System Memory: 32 GB DDR4
ECC RDIMM; Memory Expandable up to 512 GB (32 GB x 16); Total Memory Slots: 16; Storage Drive
Bays : 24; Maximum Drive Bays with Expansion Unit: 48;

Hot swappable drive; External ports: RJ-45 1GbE LAN : 2 (with Link Aggregation / Failover support);

USB 3.0 Port: 2; Expansion Port: 1; Size (HXWxD) 88 mm x 482 mm x 724 mm

Weight 17.26 kg; Warranty 5 Years

24.305,00

UC3200

Unified Controller

LEkzksgmy

CPU Intel Xeon D-1521 4-core 2.4GHz, Turbo Boost up to 2.7GHz; SATA DOM per Controller: 1 x 8GB
SATA DOM;System Memory: 8GB DDR4 ECC UDIMM;Memory Expandable up to 64 GB;Total Memory
Slots: 2;torage Drive Bays : 12 x 3.5"/2.5" SAS SSD/HDD (drives not included);Maximum Drive Bays
with Expansion Unit : Up to 36 2.5"/3.5" storage drives

Max. 576TB raw capacity with 2 x Expansion Unit RXD1219sas;Hot swappable drive

External ports 1 x 10GbE RJ-45 (10GBASE-T), 2 x 1GbE RJ-45;Size (HXWxD) 88 x 430.5 x 692
mm;Weight 19.7 kg; Warranty 5 Years

12.152,00

DX517

Expansion Unit DX517

External ports eSATA port x 1; Drive Bays: 5; Hot Swappable HDD Power Supply Unit / Adapter 200W;
Size (HXWxD) 157 mm x 248 mm x 233 mm; Weight 3.91 kg

System Fan 80 x 80mm x 2;Easy Replacement System Fan

Power Recovery Synchronized with the Synology DiskStation; Warranty 3 Years

910,00

DX1222

Expansion Unit DX1222

External ports eSATA port x1; Drive Bays: 12; Hot Swappable HDD

Size (HXWxD) 270 mm x 300 mm x 340 mm ; Weight 9.02 kg

System Fan 120 mm x 120 mm x 2; Easy Replacement System Fan

Power Recovery Synchronized with the Synology DiskStation; Warranty 5 Years

2.077,00

RX418

Expansion Unit RX418

External ports eSATA port x 1;Drive Bays: 4; Hot-swappable HDD

External HDD Interface: 1 x eSATA; Size (HXWxD) 44 mm x 480 mm x 325 mm
System Fan 40 mm x 40 mm x 3; Weight: 4.28kg

Warranty 3 Years; Power Recovery Sync with the connected RackStation

988,00

RX1217

Expansion Unit RX1217

B

Compatible drive type 3.5” or 2.5” SATA x 12 ; Expansion port Infiniband x 1

Hot swappable drive, Size (HXWxD) RX1217: 88 mm x 430.5 mm x 644 mm

Drive Bays: 12; Weight 12.7 kg; System fan 3 (80 mm x 80 mm x 32mm)

Power recovery Synchronized with connected Synology; AC input power voltage 100V to 240V;
Power frequency 50Hz to 60Hz, single phase; Operating temperature 5°C to 35°C (40°F to 95°F);
Storage temperature -20°C to 60°C (-5°F to 140°F); Warranty 5 years

2.350,00
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RX1217RP

Expansion Unit RX1217RP

i===—¢

Compatible drive type 3.5” or 2.5” SATA x 12; Expansion port Infiniband x 1

Hot swappable drive Ye s; Size (HXWxD) RX1217RP: 88 mm x 430.5 mm x 696 mm
Drive Bays: 12; Weight 13.4 kg (RX1217RP); System fan 3 (80 mm x 80 mm x 32mm)
Power recovery Synchronized with connected Synology RackStation

AC input power voltage 100V to 240V; Power frequency 50Hz to 60Hz, single phase
Relative humidity 5% to 95% RH; Warranty 5 years

3.514,00

RX1222sas

Expansion Unit RX1222sas

Applied Models SA3600, SA3400; Power Supply Unit / Adapter 2 x 500W

Hot swappable drive; Size (HxXWxD) RX1217RP: 88 mm x 430 mm x 692 mm

Drive Bays: 12; Weight 13.5 kg; System fan 80 mm x 80 mm x 4

Power recovery Synchronized with connected Synology RackStation

AC input power voltage 100V to 240V; Power frequency 50Hz to 60Hz, single phase
Operating temperature 5°C to 35°C (40°F to 95°F)

Storage temperature -20°C to 60°C (-5°F to 140°F)

Relative humidity 5% to 95% RH; Warranty 5 years

4.876,00

RXD1219sas

Expansion Unit RXD1219sas

Applied Models SA3200D; Power Supply Unit / Adapter 2 x 500W; Hot swappable drive
Size (HXWxD) RX1217RP: 88 mm x 482 mm x 724 mm; Drive Bays: 12; Weight 18 kg
System fan 60 mm x 60 mm x 4; Operating temperature 5°C to 35°C (40°F to 95°F)
Storage temperature -20°C to 60°C (-5°F to 140°F)

Relative humidity 5% to 95% RH; Warranty 5 years

5.664,00

RX6022sas

Expansion Unit RX6022sas

Applied Models HD6500; External Ports SAS IN-port x 1; SAS OUT-port x 1

Power Supply Unit / Adapter 2 x 500W; Hot swappable drive; Size (HxWxD) : 176 mm x 438 mm x
985 mm; Drive Bays: 60; Weight 33.9 kg; System fan 60 mm x 60 mm x 4; Operating temperature 5°C
to 35°C (40°F to 95°F); Storage temperature -20°C to 60°C (-5°F to 140°F); Relative humidity 5% to
95% RH; Warranty 5 years

12.455,00

VS360HD

Visual Station VS360HD

s 4

USB USB 3.0 x 1, USB 2.0 x 2; Video output HDMI x 1, VGA x 1 (mirrored display output)

Supported video output resolution 1920 x 1080 (1080p), 60 Hz; Audio input/output 3.5 mm stereo
audio jack x 2 (input/output); Size (H x W x D) 32 x 130 x 130 mm; Weight 300 g; LAN Gigabit x 1; AC
input power voltage 100V to 240V AC; Power frequency 50Hz to 60Hz, single phase; (36 channels),
3.61W / 12.32BTU/hr (Idle); Agency certifications EN45545, EN50155, FCC Class B, CE Class B, BSMI
Class B; Warranty 3 years

790,00

Da bi ste saznali viSe o uredajima, kliknite na naziv artikla ili posaljite zahtjev na e-mail
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